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Configuration 

Single cylinder 2-stroke with electronic air assisted direct injection (DiTech). 

Cooling 

Liquid cooled. 

Capacity 

49.38 cm 3 

Bore & Stroke 

41 x 37.4 mm 

Compression Ratio 

13.2 +/- 0.5 :1 

Feeding 

Direct into combustion chamber via reed valve. Outward opening direct injector with 0 8 mm mean spray 

droplets. 

Throttle Body 

18 mm throat with integral throttle position sensor. 

Air compressor 

Driven by crank web mounted cam. Lubracated by air/oil mix present in crankcase. 

Oil Tank 

1.6 L 

Clutch 

Automatic centrifugal. 

Starter 

Electric Ignition High energy inductive coil. 

Electronic Control Unit 

22 pin, 8Hz clock speed 

Frame 

Split single-cradle in high tensile tubular steel. 

Wheels 

5-spoke light alloy. Front: 3.50 x 13" Rear: 3.50 x 13" 

Tyres 

Front: 130/60 13" Rear: 130/60 13" 

Front Suspension 

Hydraulic telescopic fork mounted on offset steering sleeve. Wheel travel 90 mm. 

Rear suspension 

Engine functions as swingarm, linked to the frame by connecting rods supported by two radial silent blocks. 

Wheel travel 

72 mm. 

Brakes 

0 190 mm stainless steel disc. Racing caliper with two opposite pistons. 0 32 mm front & 0 30 mm rear. 

Fuel Capacity 

8 litres (reserve 2 litres) 

Dry weight 

90 kg 

Dimensions 

Length: 1775 mm. Height: 1200 mm. Width: 720 mm. Wheelbase: 1265 mm. 

Seat Height: 820 mm 


Specifications are subject to change without notification. 



























